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Leistungshalbleiter, wie Dioden und Thyristoren, 
sind auf Grund ihrer niedrigen Kapazität für Strom-
wärmebelastung thermisch äußerst empfindlich. 
Insbesondere Überströme im Langzeitbereich und 
kurzschlussartige Beanspruchung können erheb-
liche Folgeschäden auslösen und erfordern einen 
wirkungsvollen Schutz vor Energieeinwirkung im 
Überlast- und Kurzschlussfall.

NH-Sicherungen mit Betriebsklasse gG sind für den 
Schutz der Halbleiter-Bauelemente zu träge. Die 
äußerst schnell schaltenden JEAN MÜLLER Halblei-
terschutzsicherungen schützen die empfindlichen 
Halbleiter durch ihre flinken Charakteristiken und die 
niedrige Durchlassenergie besonders sicher gegen 
Überlastung.

Power semiconductor devices, like diodes and thyri-
stors are extremely sensitive to thermal stress due to 
their limited joule heat capacity. Especially long-time 
over-currents and short circuit loading may cause 
substantial damage and therefore require effective 
protection against short circuit and overload energy.

Standard NH fuse-links with utilization category gG 
operate to slowly to protect semiconductors. JEAN 
MÜLLER fuse-links for semiconductor protection are 
extremely fast acting fuse-links for reliable over-cur-
rent protection of sensitive semiconductor devices.
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Kennlinien gR AC400V-500V; D0/D / Characteristics gR AC400V-500V; D0/D

Mittlere Zeit/Stom-Kennlinie / Time current characteristics
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